4—ea8 UNITED STATES
DEPARTMENT OF THE INTERIOR : i
BUREAU OF LAND MANAGEMENT
MINERAL SURVEY NO. .. 4425
Arizoma  Land District.
Of The Survey Of The Mining Claim Of
________________________ PHELPS DODGE CORPORATION .~~~
Known As The
KIV. #3, #4, #3, No. 6, #7, #8, #9, #10, #12 lodes
Copper Mountain Mining District,
e BLeenlee County, .. ... .. Arizona .
Sections .32 & 33, 4 & 5., Townships._ 3 and 4 S, | Range .. 29 E., G.&.R.M., Arizona
Surveyed under order dated . ... .. Janwary 8 , 19.57.
oy et Robert Lenon .
Mineral Surveyor.
Claim located (see back of this sheet) 19
Survey commenced _..__ May 29 , 1937
Survey completed ... . June 29 . , 1957 .

Address of claimant's_agent, Evans, Kitchel & Jenckes
807 Title & Trust Building
Phoenix, Arizona
DATES OF AMENDED LOCATIONS

GPO 905664



2

Name of Lode Claim Location Date of Amanded Location

XIV #3 July 1, 1928 October 1, 1955
1) 1#4 " "
1" _1#5 11] "
" No. 6 "
w37 L October 1, 1955
" 4#8 " (1]
1] 1#9 L] [1]
n 1#10 11] "

w12 July 31, 1928 "



4—678D

Survey No. 4425

Feet

.This survey was made with a Bausch & Lomb Precise transit, No. 9259,

with horizontal limb 5% ins. in diam., having two single opposite
verniers and full vertical circle 4% ins. in diam., having two double
oppposite verniérs, all verniers reading to one minute of arc. The
instrument was in good condition at the time of the survey and all
adjustments were in good order.

“All azimuths in this record were determined by the method of-double

horizontal angles referred to the meridian determined by the follow-
ing observations:

May 29th, 1957, at the northeasterly cor. of-sec. 5, T. 4 S., R. 29
E., G.& S.R.B.& M., Greenlee County, Arizona, in latitude 33° 07' N.
and longitude 109° 22%' W., I make a series of four altitude obser-
vations upon the sun for azimuth at approximately equal time-interval
two each with the telescope in direct and inverted positions, observ-
ing opposite limbs of the sun, and reading the horizontal angles from
a point on the line common to secs. 32 and 33, T. 3 S., R. 29 E.,
1500 ft. northerly to the sun.

Mean time of observation, ' 1 (2)
105th meridian standard time: gh44mopsaM  ghsemlssam

Declination of sun at mean
time of observation: 21° 38%' N.

Mean observed vertical angles
to the sun's center: 42°. 5341t 43° 19!

Mean horizontal angles, clockwise
from reference point to sun's
center: : 90° 25%' 90° 42%'

True bearing to reference point: N. 0° 08' W,

The lines were measured with a Lufkin steel tape, 300 ft. in length,
graduated every foot, with the end feet graduated to tenths; -and
Lufkin steel tape, 100 ft. in length, graduated to feet, tenths, and
hundredths, Both tapes were compared with a Lufkin standard steel
tape at the beginning of the survey and found to be correct.

All lines and connections of this survey were run by direct methods
except for the ties to the older surveys, which were calculated.

The magnetic declination observed at each corner of the survey gave
a uniform value of 12° 45' E.

L2

. XIV #9 LODE

Beginning at cor. No. 1 of XIV #9 lode on the line bet. secs. 5 and
32, Ts. 3 and 4 S., R, 29 E., at a point from which the cor. of secs.
4, 5, 32 and 33 bears N, 89° 56' E., 276.02 ft. dist.; also on line
3-4 of Sur. No. 3112, S.L.C.L. lode, at a point from which cor. No.

4 bears S. 83° 15' E., 335.84 ft. dist.

Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV9-1-4425; from which

A porphyry ledge, 72x36 ins., 24 ins. high, bears S. 45° E.,
33.7 ft. dist., mkd. X-BR-1-4425,

U. 8. GOVERNMENT PRINTIKG OPFICE 16—28520~2
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Burvey No. 4425

Feet

135

299.42

490

598.85

277.67

277 .67
340

435

588.31 .

940.24

19.68

299.43

598.85

100-

The cor. of secs. 4, 5, 32 and 33, Ts. 3 and 4 S., R. 29 E.,
bears N. 89° 56' E., 276,02 ft. dist.

Thence N. 0° 06' W
Gulch, 4 ft. wide, course S. 80° E
Lode line, discovery point bears S, 83°_15' E., 865.24 ft. dist.
Set a steel pin, % in. diam., with mound of stone alongside.
Gulch, 2 ft. wide, course S. 55° E
Cor. No. 2. “Fr N S
Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.

XIV9-2-4425; from which

A porphyry outcrop, 12x12 ins., 12 ins..high, bears N. 63°
30' W.; . 5.4ft. dist., mkd. X-BR-2-4425.

Thence S. 83° 15' E

Intersect the line bet. secs. 32 and 33, at a point from which the
cor. of secs. 4, 5, 32 and 33 bears S. 0° 08' E., 565.90 ft. dist.

Intersedt line 1-2 of the XIV #3 lode of 'this survey.
Gulch, 4 ft. wide, course . S. 45%E

s L |
Gulch, 4 ft. wide, course S.

Iritersect the common Line 4-1 of XIV #3 lode, and 1-2 of XIV #4 lode,
both of this survey.

Cor. No. 3, identical with Cor. No. 2 of the XIV #8 lode of this
survey.

Set a éopper-coated steelrod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV9-3-X1V8~2-4425; from which

A porphyry overhang, 120x48 ins., 72 ins. high, bears N. 19°
04' W., 21.39 ft. dist., mkd. X-BR-3-4425

Thénce S. 0° 06' E
Intersect line 4-1 of the XIV #4 lode of tﬁis survey.
Lode line, discovery point bears N. 83° 15' W., 75 ft. dist.
Chiseled -2 point on face of cliff mkd X-END'CTR

Cor.-No. 4 -on line 1-2, XIv #8 lode of this survey and identical with
Cor. No. 3 of Sur. No. 3112, Summit lode.

Scribed existing 4x6 in. post, 4 ft. long, set in a mound of stone,

{mkd. XIV9-4-4425.

Thence N. 83° 15" W.

Gulch, 8 ft. wide, course S. 45° E,

U. 8. GOVERNMENT PRINTING OFFICE 16—28520-2
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Survey No. 4425

Feet
120

280

604 .4

662 .22

790.0

940.24

150.0
240.0

300.0

310.51

600.0

220.0

960.0

1227 .4

Toe of large waste dump, now being used.
Top of fill of large dump.

Cor. No. 2 of the Summit lode and Cor. No. 4 of.the.S.i.C.L. iode,
both of Sur. No. 3112.

Intersect the line bet. secs. 4 and 5, at a point from which the cor.
of secs. 4, 5, 32 and 33 bears N. 0° 08' W., 33.0 ft. dist.

Leave top of waste dump.

Cor. No. 1 and place of beginning.

X1V #3 LODE

Beginning at Cor. No. 1, XIV #3 lo&e, identical-with Cor. No. 1 of
XIV #4 lode of ‘this survey.

Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV3-1-XIV4-1-4425; from which

The cor. of secs. &, 5, 32 and 33 bears S. 30° 26' W., 603.58
ft. dist.

A porphyry outcrop, 24x12 ins., 12 ins. high, bears N. 63°
13' E., 9.5 ft. dist., mkd. X-BR-1-4425.

" Thence N. 81° 34' W.
Gulch, 4 ft. wide, course S,
Gulch, 4 ft. wide, course S. 45° E.

Lode line, discovery point bears N. 8° 26' E., 1250 ft. dist.

Set an iron pin, 5/8 in..diam., with a mound of stone alongside.

Intersect the line bet. secs. 32 and 33 and line 2-3, XIV #9 lode
of this survey at a point from which the cor. of secs. 4, 5, 32 and
33 bears S. 0° 08' E., 565.90 ft. dist.

Cor. No. 2

Set a copper-coated steel rod, with mound of stone élongside; 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV3-2-4425; from which

A porphyry outcrop 12x24 ins., 12 ins. high, bears N. 79%°
W., 7.6 ft. dist., mkd. X-BR-2-4425.

Thence N. 8° 26' E.

1

Gulch, 4 ft.-wide, course §. 67° E.

Center of lime quarry road, 30 ft. wide, bears N. 65° E. and.S. 65°
w.

Cor. No. 1 of Sur. No, 31Ql, Johanner No. 2 lode, reestablished at
record course and distance from Cor. No. 2, Susannah lode of the
same survey.
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Survey No. 4425

pe:.¢,94
Feet

1470.0

1500.0

63.53

300.0

600.0

80.0
1490.87

1500.0

9.13
1420.0

1500.0

Center of lime quarry roead, 30 ft. wide, bears N. 32° W. and S. 32°
E.

Cor. No. 3, identical with Cor. No. 2 of Sur. No. 3101, Susannah lodd
reestablished at record course and distance from Cor. No. 1 of the
same lode.

This cer. falls in the fill of the limequarry road, at a point where
a permanent monument cannot be maintained; thence N. 81° 34' W.,
11.80 ft. dist., set a copper-coated steel rod, in a mound of stone
on the edge of the road fill, 3-ft. long, 5/8 in. diam., 27 ins. in
the ground, with bronze cap for witness Cor. No. 3, mkd. WC-XIV3-3-
4425; from which ' .

A point on the porphyry face of the cut-bank, 10 ft. above
the road, mkd. X-BR-WC-3-4425, bears S. 36° 00' W., 60 ft. dist.

Return to Cor. No. 3.
Thence S. 81° 34' E

Intersect the line bet. secs. 32 and 33, at a point from which the
cor. of secs.: 4, 5, 32 -and 33 bears S. 0° 08' E., 2082.82 ft. dist.

Lode line, discovery point bears S, 8° 26' W., 250 ft. dist.

Set an iron pin, 5/8 in. diam., with mound of stone alongside.

Cor. No. 4, identical with Cor. No. 2 -of XIV #4 lode of this survey,
and Cor.. Nos. 1 & 1 of Susannah and Copper Bottom lodes, both of
Sur. No. 3101, reestablished at record course and distance from Cor.
No. 4 of the Copper Bottom lode.

Set a copper-coated steel rod,, with mound of stone-alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with cap mkd. S-1-CB-1-
3101 -XIV3-4-XIV4-2-4425; from which

A quartzite outcrop, 96x48 ins., 60 ins. high, bears N. 80°
34' W., 9.3 ft. dist., mkd. X-BR-1-3101-4-4425,

Thence S. 8°26' W
Open cut, 7 ft. wide, bears N. 10° E. and 5. 10° W
Intersect line 2-3,XIV #9 lode of this survey.

Cor. No. 1 and place of beginning.

Open cut, 7 ft. wide, bears N. 10° E. and S. 10° W

XIV #4 LODE

Beginning at Cor. No. 1 of XIV #4 lode, identical with Cor. No. 1
of XIV #3 lode of this survey

Thence N. 8° 26' E

Intersect line 2-3 of XIV #9 lode of this survey.

CGor. Ne. 2, identical with Cor. No. 4 of XIV #3 lode of ' this survey,
and Cor. Nos. 1 & 1.of the Susannah and Copper Bottom lodes, both
of Sur. No. 3101.
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Survey No. 4425

Feet
200.0

300.0

600.0

5.0

900.0

1415.0
1473.24

1500.0

245.30

300.0

600.0

Thence S. 81° 34! E,
Gulch, 4 ft. wide, course S. 70° E.
Lode line, discovery point bears S. 8° 26' W., 200 ft. dist.
Set an iron pin, 5/8 in. diam., with mound of stone alongside.
Cor. No. 3, identical with Cor. No. & of Sur. No. 3101, Copper
Bottom lode, as identified by the original bearing object, and on
line 1-2 of XIV #5 lode of this survey.
Set a copper-coated steel .rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV4-3~4425-CB-4-3101; from which

A quartz porphyry vertical face, 60x72 ins., bears N. 8° 31°'
W., 2.7 ft. dist., mkd, X-BR-4-3101-3-4425.

Thence S. 8° 26' W.

~Gulch, 6 ft. wide, course S. 75° E.

Cor. No. 1 of XIV #5 lode, identical with Cor. No. 2 of XIV #7 lode,
both of this survey.

Cross, 4x6 ft. shaft. BB N ] L, e
Intersect line 2:3 of XIV #8 lode of this survey.
Cor. No. 4, identical with Cor. No. 1 of XIV #7 lode of this survey.
Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV7-1-X1IV4-4-4425,

Thence N. 81° 34' W.

Intersect line 1-2 of XIV #8 lode and line 3-4 of XIV #9 lode, both
of this survey.
Lode line, discovery point bears N. 8° 26' E., 1300 ft. dist.

Set an iron pin, 5/8 in. diam., with mound of stone alongside.

Cor. No. 1 and pplace of beginning.

XIV #5 LODE 4
Beginning at Cor. No. 1 of XIV #5 lode, identical with Cor. No. 2,
XIV #7 lode, on line 3-4 of XIV #4 lode, both of this survey.

Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV5-1-X1V7-2-4425; from which

The cor. of secs. 4, 5, 32 and 33 bears S. 43° 54' W.,
ft. dist.

1423,81

A point on the southeasterly face of a porphyry outcrop, 24x48
ins., 96 ins., high, bears N. 12° 34' W., 6.3 ft. dist., mkd.
X~-BR-1-4425.

U. 8. GOVERNMENT PRINTING OFFICE  16—-28520~2
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Survey No. 4425
CRoEMm
Feet ] Thence N. 8° 26' E
895.0 Gulch, 6 ft. w1de, course S. 75°
900.0 Cor. No. 3 of XIV #4 lode of this survey, identical with Cor. No. 4
- of Sur. No. 3101, Copper Bottom lode.

1372.92 | Cor. No. 2, identical with Cor. No. 3 of Cata Mount lode and on line
3-4 of Copper Bottom lode, both of Sur. No. 3101, I scribe existing
post, XIV5-2-4425; from which ;

A quartz porphyry face, 24x36 ins., bears N. 58° 29' W
21.8 ft. dist., mkd. X-BR-3-3101-2-4425.
Thence S. 81° 34' E. :
230.0 Gulch, 4 ft. wide, course S. 10° W
299.86 | Lode line, discovery point bears S. 8% 26" W., 120 ft. dist.
Set an iron pin, 5/8 in. diam., with mound of stone alongside.
599.72 | Cor. No. 3, identical with Cor. No. 2 of Sur. No. 3101, Cata Mount
lode on line 1-2 of XIV No. 6 lode of this survey. I scribe the
existing 4x4 in.-post, XIV-5-3-4425; from which ' ‘
A porphyry pinnacle, 48x48 ins., 96 ins. high, bears N. 55°
40' E., 19.1 ft. dist., mkd. X-BR-2-3101-3-4425,
Thence S. 8° 26' W.

1138.0 - |-Gulch, 6 ft. wide, course S.'32° E

1325.0 Gulch, 5 ft. wide, course N. 80° E

1372.92 | Cor. No. 4, identical with Cor. No. 1°of XIV No. 6 lode, on line
2-3 of XIV #7 lode, both of this survey.

Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
XIV5-4-X1V6-1-4425.
‘ Thence N. 81° 34' W
150.0 Gulch, 5 -ft. wide, course N. 75° E

299.86 | Lode line, discovery point bears N. 8° 26' E., 1252.92 ft. dist.

Set a hardened steel nail and brass washer in a rock.
599.72 | Cor. No. 1 and place of beginning.

XIV NO. 6 LODE
Beginning at Cor. No. 1 of XIV No. 6 lode, identical with Cor. No.

4 of XIV #5 lode, on line 2-3 of XIV #7 lode, both of this survey;
from which

The cor. of secs. 4, 5, 32 and 33, bears 8. 59° 19' W.,
1837.90 ft. dist.

Thence N. 8° 26' E

U. 8. GOVERNMENT PRINTING OFFICE 16-~328520-2
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Survey No. 4425

[0 5]
Feet

47 .92 | Gulch, 5 ft. wide, course N. 80° E.
234,92 | Gulch, 6 ft. wide, course S. 32° E.

1372.92 | Cor. No. 3 of XIV #5 lode of this survey, identical with Cor. No.
2 of Sur. No. 3101, Cata Mount lode.

1425.75 | Cor. No. 2, identical with Cor. No. 3 of Sur. No. 3101, Blue and
Gray lode. I scribe the existing cor. post, XIV6-2-4425; from which

A point 24 ins. high on a porphyry face, 120x42 ins, high,
bears N. 68° 55' E., 22 ft. dist., mkd. X~BR-2-4425,

Cor. No. 2 of Sur. No. 3101, Blue and Gray lode, identical
with Cor. No. 3 of Sur. No. 3149, Camino No. 2 lode, bears
S. 68° 16' E., 318.00 ft. dist.

Thence S, 8I°34' E.
300.0 | Lode line, discovery point bears S.- 8° 26' W., 510 ft. dist.
Set an iron pin,_5/8 in. diam,, with mound of stone alongside.

311.0 Intersect the common line 1-2 of Sur. No. 3101, Blue and Gray lode,
and 3-4 of Sur. No. 3149, Camino No. 2 lode, at-a point from which
Cor. Nos.2 and 3 bears S. 9° 38' wW., 73.17 ft. dist.

600.0 Cor. No. 3.

! .
Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap mkd.
X1V6-3-4425; from which

A 24x24 in. porphyry face bears N. 56° 54' W., 4.3 ft. dist.,
mkd. X-BR-3-4425,

Thence S. 8° 26' W.

115.45 | Intersect line 2-3 of Sur. No. 3149, Camino No. 2 lode, at a point
; from which Cor. No. 2 bears S. 73° 17' E., 6.01 ft, dist., and Cor.

No. 3, identical with Cor. No. 2 of Sur. No. 3101, Blue and Gray

lode, bears N. 73° 17' W., 293.59 ft. dist.

276.67 | Intersect line 1-2 of Sur. No. 1229, El Cajon lode, at a point from

which Cor. No. 2 bears N. 12° 41'-E,, 159.94 ft. dist. and Cor. No.

1 bears S. 12° 41' W., 1328.72 ft. dist.

1420.0 Center of a road, 12 ft. wide, bears N. 75° W, and S. 75° E.

1425.75 | Cor. No. 4, on line 2-3'of XIV #7 lode of this.survey.

Set a copper-coated steel rod, with mound of stone alongside; 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, on south edge of roadway,
with bronze cap mkd, XIV6-4-4425; from which

A point on the south face of the roadway cut-bank bears
N. 8° 26' E., 20.45 ft. dist., mkd. X-BR-4-4425.

: Thence N. 81° 34' W.

85.33 | Intersect line 1-2 .of Sur. No. 1229, El Cajon lode, at a point from
which Cor. No. 1 bears S, 12° 41' W., 176.48 ft. dist,

U. 8. GOVERNMENT PRINTING OFFICE 16—28620-2
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Survey No. 4425

Ghaims
Feet
170.0

250.0
290.0

300.0

600.0

26.76
85.0

300.0

600.0

449 .72

599.72

909.72
949,72
1029.72

1114.39

1199.72
1286

1300.52

Center of a road, 12 ft. wide, bears N. 75° E. and S. 75° W.
Gulch, 8 ft. wide, course S. 54° E.

Road, 12 ft. wide, bears N. 45° W. and S. 45° E,

Lode line, discovery point bears N. 8° 26' E., 915.75 f£t. dist.
Set a failroadjspike in roadway. . .

Cor. No. 1 and place of beginning.

XIV #7 LODE

|

Beginning at Cor. No. 1 of XIV #7 lode, identical with Cor. No. &
of XIV #4 lode of this survey; from which

The cor. of secs. 4, 5, 32 and 33 bears S. 64° 19' W.,
997.87 ft. dist, ;

Thence N. 8° 26' E.
Intersect line 2-3 of XIV #8 lode of this survey.
Crosé, 4x6 ft. shaft.
Lode line, discovery point bears S. 81° 34! E:, 1090.52 ft. dist.
Set an iron pin, 5/8 in. diam., with moﬁnd of stone alongside.

Cor. No. 2, identical with Cor. No. 1 of XIV #5 lode, on line 3-4 of

|- XIV_#4 lode, both of this survey.

Thence S. 81° 34' E,

Gulch, 5 ft. wide, course N. 75° E.

Cor. No. 4 of XIV #5 lode, identical with Gor. Now 1 of XIV No. 6 lod
both of this suryey. ;

Road, 12 ft. wide, bears N. 45° W. and S. 45° E.

Gulch, 8 ft. wide, course é. 549 E..

1

Same road, bears N. 75° E. and S. 75° W.

Intersect line L2.of Sur. No. 1229, El Cajon lode, at a.point from
which Cor. No. 1 bears S. 12° 41' W., 176.48 ft. dist. s

Cor., No. 4 of XIV No._6 lode of this survey.
Same road, bears S, 75° E..and-N. 75° W.

Cor. No. 3.

This cor. falls in the south track of a road where a permanent
monument cannot ‘be maintained. I run N. 8° 26' E., 15.0 ft. dist.
and set a copper-coated steel rod, 3 £t. long, 5/8 in. diam., 27 ins.
in_the cut-bank above roadway, mkd. W.COR-3-XIVZ-4425; from which

1

A % in. square steel nail and washer set in bedrock, mkd.
X-BR-WC~3-4425, bears N. 8° 26' E., 2.5 ft. dist.

From the true point for Cor. No. 3, Cor. No. 1, E1l Cajon lode, Sur. N
1229, bears S. 56° 58' 30" W., 265.82 ft. dist.

11
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Survey No. 4425

Feet

75

208..20

300.00

600.00

61.18

600.0

939.22

1300.52

100.0
335.0

446 .0

1025.17

1044 .85

Return to Cor. No. 3.

: Thence S. 8° 26' W

Gulch, 8 ft. wide, course E.

- Cor. No. 2 of Sur. No. 1229, La Candelaria lode; also intersect line

4-1 of Sur. No. 1229, El Cajon lode, at a point from which Cor. No.
1 bears N. 72° 23' W., 201.8 ft. dist.

Lode line, discovery point bears N. 81° 34' W., 210 ft. dist,
Set a:steel pin, % in. diam., with mound of stone alongside.
Cor. No. 4, identical with Cor. No. 3 of XIV #12 lode of this survey.

Set a copper—coated steel rod, with mound of stone alongside, 3 ft.

- long; 5/8 in. diam. , 27 ins. in the ground with bronze cap mkd.

XIV12-3-XIV7-4-4425; from which

A point on the north face of a porphyry boulder, 15x15 ft.

6 ft. high, bears S. 7° 30' W., 17.7 ft. dlSt., mkd X~ BR-

3-4425.

Thence N. 81° 34' W

Intersect line 1-2 of Sur. No. 1229, La Candelaria lode, at a point
from which C€or. No. 2-bears N. 17° 18' E., 396.55 ft. dist., and
Cor. No. 1 of Sur. No. 2400, Kay lode, bears S. 17° 18' W., 207.43
ft. dist.
Cor..No. 2 of XIV #12 lode, identical with Cor. No. 3 of XIV #l10

Intersect line 3-4 of XIV #8 lode, and Cor. No. 2 of XIV #10 lode,
both of this survey.

Cor. No. l:and place of beginning.

XIV #8 LODE

Beginning at Cor. No. 1 of XIV #8 lode, identical with Cor. No. 2
of Johannah lode, on line 3~4 of Summit lode, both of Sur. No. 3112.

This cor. falls at a point on waste dump where a permanent monument
cannot be maintained; from which

The cor. of secs. 4, 5, 32 and 33 bears N. 49° 47' W., 862.36
ft. dist.

Thence N. 0° 06' W
Present upper edge of fill, bears NW. and SE.
Gulch, 12 ft. wide; course S. 45° E

Cor. No. 4 of XIV #9 lode of this survey, identical with Cor. No. 3
of Sur. No. 3112, Summit lode.

Intersect line 4-1 of XIV #4 lode of this survey

Cor. No. 2, 1dent1ca1 with Cor. No. 3 of XIV #9 lode of this survey,
previously described. . -
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eet

248.33

302.1

604 .2

37.63

990.0

11044 .85

302.1
341.22

604 .2

116.75
125.0
250.0
300.0

1140.92

| and on the common line 3-4 and 1-2 of XIV #10 and #12 lodes, both

Thence S. 83° 15! E. .
Intersect the common line 3-4, and 1-2 of XIV #4 and #7 lodes, both
of this survey, at a point N. 8° 26' E., 26.76 £t. dist. from Cor.
No. 1 of XIV #7 lode and Cor. No. 4 of XIV #4 lode.
Lode line, discovery point bears S. 0° 06' E., 844.85 ft. dist.
Set an iron pin, 5/8 ins. diam., wiih mound of stone alongside.
Cor. No. 3.
Set a copper-coated steel rod, with mound of stone.alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, with bronze cap attached,
mkd. XIV8-3-4425; from which
A point on the center of the northwest face of a porphyry
outcrop, 96x36x42 ins. high, bears S. 55° 45' E., 39.8 ft.
dist. mkd. X-BR-3-4425.
Thence S. 0° 06' E.
t
Cor. No. 2 of XIV #10 lode, and intersect line 4-1 of XIV #7 lode,
both of this survey.
Gulch, 12 ft. wide, course ESE.
Cor. No. 4, identieal with Cor. No. 3 of Sur. 3112,_J6hannah lode,

of this survey.

The cor. was; found to be a 16# mine rail about 4, ft. long, at.the
beginning of the survey and covered by the dump as the work progressefl.

Thence N. 83° 15' W.
Lode line, discovery point bears N. 0° 06' W., 200 ft. dist.
Intersect line 1-2 of XIV #10 lode of this survey.

True point for Cor. No. l and place of beginning.

maintained; from which

Cor. No. 2, at intersection of line 3-4 of XIV #8 lode énd line 4-1

X1V #10 LODE
Beginning at Cor. No. 1 of XIV #10 lode, on the slope of a large
waste dump, now being used,where a permanent monument cannot be
The cor. of secs. 4, 5, 32 and 33, bears N. 51° 37 W., 1124.15
ft. dist.
Thence N. 19° 13! E.
Intersect line 1-4 of XIV #8 lode of this survey.
Present upper edge of waste dump, bears WNW, and .ESE.

Toe of the waste dump, bears WNW. and ESE.

Gulch, 12 ft., wide, course S. 65° E.

of XIV #7 lode, both of this survey.
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169.61

339.22

172.76
743.16

980.0

1014.0

160
169.61

339.22

1140.92

Set a copper-coated steel rod, with mound of stone alongside, 3 ft.
long, 5/8 ins. diam., 27.ins. in the ground, mkd..XIV10-2-4425;
from which

A porphyry outcrop, 36x24 ins., 18 ins. high, bears S. 16°
E., 8.25 ft, dist., mkd. X-BR-2-4425. : AT

Thence S. 81° 34' E

.dee line,Idiscovery.point,beérs S. 19° 13' W., 455,92 ft, dist.

Cor. No. 3, identical with Cor. No. 2 of XIV #12.lode, and on line
4-1 of XIV #7 lode, both.of this survey.

Set a copper-=codted steel rod, with mound of stone alongside, 3 ft.
long, 5/8 in. diam., 27 ins. in the ground, bronze cap mkd. XIV12-2-

XIV10-3-4425; 'from which

A point on a porphyry outcrop, 72x96 ins., 60 ins. high,
bears S. 25° 44' W., 23.5 ft, dist., mkd. X-BR-3-4425.

Cor. No. 2, .Sur. No. 2400, Kay lode, bears S. 37° 11' W.,
189.19 ft. dist.

Thence S. 19° 13' W.

1

Intersect line 1-2 of Sur. No. 2400, Kay lode, at a point from which
Cor. No. 2 bears N. 77° 49' wW., 58. 81 ft. dist.

Intersect line 2-3 of Sur. No. 2400, Kay lode, at a point from which
Cor. No. 2 bears N. 13° 18" E., 566.22 ft. dist.

Gulch, 12 ft. wide, course ESE.

Cor. No. 4 of XIV #8 lode of this survey, identical with Cor. No. 3
of Sur. No. 3112, Johannah lode, at present toe of waste dump which
bears WNW. and SE. .

Cor. No. 4, identical with .Cor . No. 1 of XIV #12 lode of this .survey.

This cor. falls on the slope of the waste dump at a point where a
permanent monument cannot be maintained.

Thence N. 81° 34' W
Top of waste dump.

Lode ftne, discavery point bears N. 19° 13' E., ‘685 ft. dist.

L Cor. No. 1 and place of beginning.

XIV #12 LODE

Beginning at Cor. No. 1 of XIV #12 lode, identical with Cor. No. 4
of XIV #10 lode of this survey; from which

The cor. of secs. 4, 5, 32 and 33 bears N. 58° 26' W., 1428.09
ft. dist.

Thence N. 19°13' E.
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Feet
126.92 | Cor. No. 4 of XIV #8 lode of this survey, identical with Cor. No. 3
of Sur. No. 3112, Johannah lode.
160.92 | Gulch, 12 ft. wide, course ESE.
397.76 | Intersect line 2-3 of Sur. No. 2400, Kay.lode, .at .a point from which
Cor. No, 3 bears S. 13° 18' W., 300.17 ft. dist,
968.16 Intersect liﬁe 1-2 of Sur. No. 2400, Kay lode, at a point from which
Cor. No. 1 bedrs S. 77° 49' E., 541.19 ft. dist.
1140.92 |/ Cor. No. 2, identical .with Cor. No. 3 of XIV #10.lode, on line 4-1
of XIV #7 lode, both of this survey.
Thence S. 81° 34' E.-
300.00 | Lode line, discovery point bears S. 20° 20' W., 945.37 ft. dist.
Set an iron pin, 5/8 in. diam., with mound of stone alongside.
538.82 Intersect line 1-2 of Sur. No. 1229, La Candelaria lode, at a point
'from which Cor. No. 2 bears N. 17° 18' E., 396.55 ft. dist.
600.00 | Cor. No. 3, identical with Cor. No. 4 of XIV #7 lode of this survey.
i - o
Thence S. 20° 20' W.
1145.37 | Cor. No. 4, identical with Cor. Nos. 1 & 2, La Candelaria and
Chihuahua No.2 lodes, both of Sur. No. 1229, and on line 3-4 of Sur.
4 No. 1539, Lady Washington lode, at a point from:which Cor. No. 3,
identical with Cor. No. 4, Sur. No. 2400, Kay lode, bears N, 17° 18!
E., 57.50 ft,
I scribe the existing 4x4 post, which is firmly set and properly
| mkd. XIV12-4-4425. :
Thence N. 81° 34' W,
300.0Q0 | Lode line, discovery point beara N. 20° 20' E., 200 £t, 'dist. .
Set an iron pin; :5/8 in. diam., with mound of stone alongside.
325 Gulch, 12 ft. wide, course S. 25° E.
440, Toe of waste.dump, bears NW. and SSE.
534.88 | Intersect line 3-4 of Sur. No. 3112, Johannah lode, at a point from
which Cor. No. 3 bears. N. 0° 06' W., 126.08 ft. dist.
537.53 | Intersect line 1-2 of Sur. No. 1539, Lady Washington .lode, at a
point from which Cor. No. 2, identical with Cor. No. 3 of Sur. No.
2400, Kay lode, bears N. 14° 08' E., 92.08 ft. dist.
577.33 | Cor. No. 1 and place of beginning.

AREAS
Acres
Total area, XIV #3 lode 20.661
Area in conflict with:
Sec. 32 (State land) 6.078
XIV #9 lode 0.033
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Chains

Total area, XIV #4 lode

Area in conflict with:
XIV #8 lode
X1V #9 lode

Total area, XIV #5 lode
Total area, XIV No. 6 1ode

Area in conflict with:
-Sur. No. 1229, El Gajon lode
-‘Sur. ‘No. 3149, Camino No. 2 lode
Sur. No. 3101, Blue and Gray lode

Total ‘area, XIV #7 lede

‘Area in conflict w1th°
Sur. No. 1229, El1 Cajon 1ode
Sur. No. 1229, La Candelaria lode
%IV #8 lode

Total ‘area, XIV #8 lode

Area in conflict with:
X?V #10 lode

- Total area, XIV #9 lode

Area in conflict with:
Sec. 32 (State land)

Total area, XIV #10 lode

Area in conflict with:
Sur No. 3&12 Johannah lode
Sur, No, 2400, Kay lode

Total area, XIV #12 lode.

Area in conflict with:
Sur. No. 1229, lLa Candelaria lode
Sar. No. 1539,.Lady Washington lode

its conflict with:
Sur. No. 3112, Johannah lode

Sur. No. 3112, Johannah lode
. Sur, No, 2L400,.Kay lode

LOCATION

R. 29 E., G.& S.R.B.& M.

Sur. No. 1539, Lady Washington lode, exclusive of

Acres
20.661
0.131
0.116
18.902
19.638
1.125
0.628
0.261
17.913
0.852
0.274
0.264

14,389

3.922

12.834

3.688

8.728

0.932
0,382

15.146

0.787
0.919

0.918
0.061

10.9LL

.. 'This survey is located in the SE}% of sec. 32, SWj of sec. 33,
T. 3S.,-R. 29 E..and the NW% of sec. 4, NE%; of sec. 5, T. 4 S.

The survey of these claims is identical with the respective
location or amended location as marked on the ground.
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Chains

No; 1

No. 2
No. 1
NoL 2
No; 3
No% 4
No; 5
No? 6

No., 7

No., 1

No. 2

No. 1

EXPENDITURES

The improvements and the value of the labor and improvements
made upon or for the benefit of each of the lode locations embraced
in said mining claim by the claimant or its grantors are as follows:

The discovery cut of XIV #3 lode, the face of which being the
discovery point, is on the lode line 250 ft., from a point on line
3-4, 300 ft. from Cor. No. 3, 7 ft. wide, 12 ft. face, runs S. 33°
W., 20 ft. to face.

Value $400

An adit, 4x5 ft. in size, the portal of which bears S. 13° 06' W.,
75 ft. from Cor. No. 4 and ruyns S, 30° W., 75 ft. to breast.
Value $1500

The discovery cut of XIV #4 lode, the face of which being the discove
point, is on the lode line 200 ft. from a point on line 2-3, 300 ft.
from Cor. No. 2, 6 ft., wide, 10 ft, face, runs N. 72° E., 12 ft. to
face,

Value $100

A cut, 6 ft, wide, the face of which bears N. 17° 20' E., 145 ft.
from Cor. No. 1, 7 ft. face, runs N, 33° E., 12 ft, to face; partiall
filled.

Value $100

A cut, 7 ft, wide, the face of which bears S. 6° 50' W., 75 ft. from
Cor. No. 2, 12 ft. face, runs S. 40° W., 26 ft. to face and portal
of adit, 4x6 ft. in size, running S. 52° E., 25 ft, to breast.

Value $1000 .

A cut, 5 ft. wide, the face of which bears S. 59° 25' W., 60 ft.

from Cor. No. 3, 10 ft. face, runs S. 36° W., 15 ft, to face and

portal of adit, 4x4 ft, in size, running S. 36° W., 3 ft. to breast,
Value $150 Jeld i

A trench, 3 ft. wide, the face of which bears.N. 13° 30' W., 205 ft.
from Cor. No. 4, runs S. 45° W., 10 ft, to 3 ft, face.
Value $25

A trench, 4 ft, wide, the face of which bears N. 63° 40' W., 255 ft.
from Cor. No. 4, runs N. 24° W., 88 ft. to 4 ft. face; partially
filled. ; Jantb .

Value $500

A cut, 4 ft. wide, the face of which bears N. 50° 45' W., 340 ft,
from Cor. No. 4, runs N. 10° E., 10 ft. to'6 ft. face.
Value $50

The discovery point of XIV #5 lode, being on the lode line, 120 ft.
from a point on line 2-3, 299.86 ft. from Cor. No. 2.

No Value
A cut, 5 ft, wide, the face of which bears S. 61° 15' E., 240 ft.
from Cor. No. 2, runs N. 62° E., 8 ft.. to 10. ft.. face and filled
shaft. z o .

Value $100

The discovery point of XIV No. 6 lode, being on the lode line, 915.75
ft. from a point on line 4-1, 300 ft. from Cor. No. 4.
No Value
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xghaing
No. 2

No. 6
No. 7
No. 1
No. 2
No. 3 -

No. 4

No. 3

No. 6
No. 7

No. 8

A cut, 6 ft. wide, the face of which bears N. 13° 25! W., 978 ‘ft.

from Cor. No. ‘4, 12 ft. face, runs N. 17° W.,20 ft. to face and

portal of adit, 4x5 ft. in size, running N. 17° W., 6 ft. to breast.
Value $200

A cut, 5 ft. wide, the face of which béars N. 16° 50' W., 930 ft.

from Cor. No. 4, runs N. 42° W., 20 ft. to 12 ft. face; badly caved.
Value $200

A cut, 6 ft. wide; the face of which bears N.'89° 55' W., 134 ft.
from' Cor. No. 3, runs N. 43° W., 18 ft. to face. '~
~Value $200

A cat, 8 ft. side, the face of which bears N. 71° 00' W., 220 ft.

from Cor. No. 4, 12" ft. face, runs N. 50° W., 12 ft. to face and

portal of'adit, 4x%5 ft. in size, running N. 50° W., ‘14 ft. to breast.
Value $500

A'cut, 6 ft. wide, the face of which beats N. 43° 15' E., 206 ft.

from Cor. No. 1, 12 ft, face, runs N.,18 ft, to face and portal of
adit, 5x6 ft. in size, running N. 2° 30' E., 90 ft. to breast.
Value $2000 .

A cut, 10 ft. wide, the face of ‘which bears N. 25° 46' E., 204 ft.
from Cor. No. 1, runs N. 10° W., 60 ft. to 18 ft, face.
Value $2000

- 3

The discovéry point of the XIV #7 lode;“being"on'the'io&e line, 210

ft. from a point on line 3-4, 300 ft. from Cor. No. 3.
No Value ' e b Uaae o ®

Cut, 6 ft. wide, the face of which bears S. 1%° W., 289 ft. from

Cor. No. 4, XIV No. 6 lode, 16 ft. face, ‘runs S. 78° W., 25 ft. to

face and portdl of adit, 4x5 ft. in size, rumiing S.'78° W., 8 ft.

to breast.

' Value $500

A cut, 6 ft. wide, the fdce of which bears N. 54° 30° W., 700 ft,

from Cor. No. 4, 14 ft. face, rums S. 60° W., 20 Ft, to face and

portal of adit, 4x6 ft. in size, running S, 60° W., 60 ft. to breast.

} Value $300 i iH i

A trench, 6 ft. wide, the face of which bears N. 87° 30! E., 300£,
from Cor. No. 1, 6 ft. face, runs S. 37° W., 60 ft. to face. At
25 ft. in fhe trench is an inclined shaft, 6x6 ft. in size, dipping
50°, S. 65° E., 30 f€. deep, 1 ; 1

Value $1000

An friclined 'shaft, 6x8 ft, in size, €hé céntér of which bears N, 78°
40' E., 305 ft. from Cor. No. 1, dips 40°, S, 20° E., 18 ft. deep;
partly ‘filled. B £ ;

Value $300

A trench, 2 ft. wide, thte face of which bears N. 80° E., 265 ft.
from Cor. No. I, runs S, 12° W., 10 ft. to 2 ft. face.
Value® $25 ) : - e

A trench, 2 ft, wide, the face of which bears S. 89° E., 180 ft.
from Cor. No. 1, runs S. 3° E., 40 ft. to a 2 ft. face; partly filled
Value $100 ¢ 3 :

Shaft, 4x6 ft. in size, 5 ft. deep, the center of which bears N, 53°
E., 95 ft. from Cor. No. 1
Value $§0
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No. 9 Shaft 4x10 ft. in size, 8 ft. deep, the center of which bears N.8°30
' E., 85 ft. from Cor. No, 1; nearly filled
Value‘$150 >
No. 10 | A cut, 5 ft. wide, the face of which bears W., 620 ft. from Cor. No.
3,|rung 8. 67° W., 12 ft, to 8 ft. face; partly filled.
: Value '$100
No. 11 | A cut, 6 ft. wide, the face of which bears N. 84° W., 575 ft. from
Cor, No. 3, 8 ft. face, runs S. 31° W., 14 ft. to face and portal
of adit, 5x6 ft, in size, running S. 31° W., 200 ft. to breast,
Value $4000
No. 12 | A cyt, 5 ft. wide, ,the face of which bears N. 89° W., 265 ft. from
: ‘Cor. No. 3, 9 ft. face, runs S. 4° E., 10 ft. to face and portal of
adit, 4x4 ft in size, running S. 4 E., 30 ft. to breast.
I Value $450
No. 13 | A shaft, 4x6 ft, in size, 6 ft. deep, the center of which bears
' ‘S, 81° E., 225 ft, from Cor. No. 1.
Value $50 |,
No. 1 The discovery point of XIV #8 lode, being on the lode line, 200 ft,.
from a point on line 4-1, 302,1 ft, from Cor, No, 1
; No‘Value
No. 2 Cut, 6 ft. wide, the face of which bears N. 45° 20' E., 240 ft. from
Cor. No. 1, 12 ft. face, runs §. 20° W., 15 ft. to face and portal
of adit, 5x6 ft. in size, rumning S.25° W., with 40 ft. of crosscuts
at ‘40’ ft ‘from portal, 130 ft. to breast.
Value $3500
No. 3 "7 Cut, 6 ft. wide, the face of which bears 'S. 34° 20' E., 295 ft. from
ey Coér. No. 2, runs ‘N. 30° W., 20 ft. to face.
= S5 ‘Value §200 _
No. 4 A trench, 3 ft. wide, the face of which bears S. 61° 15' W., 230 ft.
frop Cor. No. 3, runs N. 20° W., 12 ft. to 2 ft. face; partly filled.
g Value $25 : g : _
No. 5 ] A cut, 6 ft. wide, the fdce of which bears S. 54° 40" W., 230 ft.
from Cor. No. 3, runs N. 13° E., 20 ft. to 10 ft. face; partly filled
\ Value $§200
No., 6° | A shaft, 4x6 ft. in size, 8 ft, deep, thé center of which bears’S.
81° W},IZS f£t, ‘from Cor. No. 3; partly filled, "
Value $100 ¢
No. 7 A cut, 5 ft, wide, the face of which bears N. 20° W§., 150 ft. from
e Cor. No. 4, 8 ft. face, runs N. 30° E., 12 ft, to face ‘and portal
"1 of ddit, 5x6nfﬁ. in size, running N. 30° E., 6 ft. to hreast.
Value $200 : e
No, 1 The discovery cut of XIV #9 lode, the face of which being the
' | discovery point, falls on the lode line, 75 ft. from a point on
lide 3-4, 299.43 ft. from Cor. No. 3, 6 ft. wide, runs ‘N. 65° E.,
12 ft. to 12 ft. face.
Value $400
No. 1~ | The discovery poinﬁ.of XIV #10 lode, being on the lode line, 685 ft.
from a point on line 4-1, 169.61 ft. from Cor. No. 4.
: No Value 74 3 2
No. 2 | A cut, 5 ft. wide, the face of which ‘bears N. 6% 45' B., 675 ft. from

Cor. No. 4, runs N. 15° E., 15 ft. to 11 ft. face.
Value $200
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No. 1

:No., 2 .

The discovery point of XIV #12 lode, being on the lode line, 200 ft.
from a point on line 4-1, 300 ft. from Cor. No. 4.
X No Value a a : i :

An adit, 5x7 ft. in size, the portal of which bears N, 48° 15! E.,
340 ft. from Cor.-No. 1, runs N, 40° E.;-16 ' ft. to breast.
Value $300

[3

' An-interest in common improvement described as follows:
A cut, 6 ft. wide, the face of which bears N. 33° 10! W., 225 ft,
from Cor. No. 4, XIV.#8 lode, 10 ft. face, runs N. 22° E., 12 ft,
to face and portal of adit, 5x6 ft. in size, running N, 23° E., 180
ft. to breast; a raise at 100 ft. and a drift at 85 ft.
Value of workings $4000
Value of one-third interest,. $1330

An undivided_third interest is to be credited to each XIV #8, #10
and #12 lodes, all three being contiguous claims,

The road from the open pit mine tothe lime quarry runs 530 ft. across
XIV #3 lode.. : i

Value $1000

Value of one-ninth interest, $110

This nnbrovémené,is crédited with an equal and uﬁdivi&ed interest
to each of the nine claims of the group.

An access road, 12 ft. wide, runs 800 ft. from U. S. Highway No. 666
to the workings in the XIV #5, No. 6 and #7 area, An undivided one-

.third interest to each of these contiguous claims.

Value of the entire road, $2000
Value of one-third interest, $650

No portion of or interest in-these improvements has been credited
heretofore as patent expenditures to any lode claim.

ONE

OTHER . IMPROVEMENTS

H
c

A cut, the face of ‘which bears N: 20° 20! E:, 750 ‘ft. from Cor. No.
4, XIV #12 lode, runs NW. to portal of adit, 4x7 ft, in size, 150
ft. to-breast, with workings.: 7 :

Claimant Unknown - “- «

A shaft, 5x6 ft: in'size; k0 ft.-deep, the center of which bears N.

53%30' E., 310 ft. from Cor: No. 1, XIV #12 lode, (No. 3 on the map)

- Claimant Unknown

A cut, 5 ft. wide, the face of which bears N. 40° 35! S, 2138 Fth
from Cor. No. 1, 9 ft. face, runs N, 22° E., 12 ft, to face and
portal of adit, 5x5 ft. in size, running N, 22° E., 6 ft. to breast,
(XIV #12 lode, No. 4 on the map)

Claimant Unknown
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.Sur. No. 1539 Lady Washington lode; €or. No. 3“is a 3 in. iron

OTHER CORNER DESCRIPTIQNS AND SUPPLEMENTAL DATA

Sur., No. 1229, El Cajon lode: Cor. No. 2 is a mopument with remains
of rotted post in center. Cor. No. 1 is a 3 in. iron pipe in stone
mound. Line 1-2 was found to:be N. 12° 41' Ex3 1488 66 ft. instead
of N. 17° 19' E E.,.1500 ft. as approved R 3

Sur. No. 1229, La Candelaria lode: Cor. No. 2 is a 2% in. iron pipe
in a mound of stone., Cor. No. 1 is a 4x6 in. post, firmly set and
properly marked., Line 1-2 was found te be N.-17° 18' E., 1530.88
ft. instead of N, 17° 19' E., 1500.00 ft. as approved.

poest in‘a mound of ‘stene., -Cox. No, 2 and all accessories have been
destroyed. 'Line 2-3'is.shown as approved.

Sur. No, 3101, Cata‘Mount lede: Cors: No. 2 afid 3 'are 4x4 in. posts,
firmly set in mounds of stone and properly marked. Line 2-3 was
found to be N» 81°734% EJ,°599.72 ft. instead of"VN. 81° 34' E.,

600.0 ft. as 'approvedy ‘ c

Sur. No. 3101, Johanner No. 2 lede: Cor. No. 1 has beern destroyed.
The cor. point was reestablished at record ceurse and distance from
Cor. No. 2, Susannah lode of this same survey.

Sur. No. 3101, Blue and Gray lode: Cors. No. 2 and 3 are 4x4 in.

posts, set' in mounds of stone. ''Cor. No.-3 is a new post, recently
reset: Line 2-3.was found to be N, 68° 16' W.,“318.00 instead of

N. 68° 21' W., 318.00 ft. as approved.

Sur. No. 3112, Johannah lode: Cor. No. 2'and all acecessories have
been destroyed: Line 2<3 is shown as appreved.- Cor. No. 3 is a
steel rail. .

Sur. No. 3112, Summit lode: Cor. No. 2 and all accessories have
been destroyed.  Line 2-3 is shown-as approved.

Sur. No. 3112, S.L.C.L. lode- Cor. No. 3 is a 4x6 in. scribed post
in a mound of stone. Line 3-4 is shown as approved.

Sur. No. 3149, Camino No. 2 lode: Cor. No. 2 is a cross (X) marked
on cliff. Line 2-3 was found to be N. 73° 17' W., 299.60 ft. instead
of N, 73° 21' Wi, 299 ft. as approved.

The % sec. cor. common to secs,. 32 and 33 is an iron pipe in a mound
of stone, brass cap attached, firmly set and properly marked.

The cor. common to secs. 4; 5. 32 and 33, Ts, 3 and 4.8., R, 29 E.
has been destroyed and reset from Phelps Dodge Coordinate data.
Reset is a copper-coated steel rod,, 3 ft. long, 27 ins. in the
ground, and in a mound of stone, bronze cap attached and mkd. 4,
5, 32 and 33.

# See page 18a.

FIELD ASSISTANTS

Frank Eastman Instrument
Russel Holford Instrument
Joe Alverez Chain
Merrell Bertrand Chain
Marlin Widger Chain

U. 8. GOVERNMENT PRINTING OFFICE 16—328520-2
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Chains

OTHER CORNER DESCRIPTIONS AND SUPPLEMENTAL DATA (Cont'd,)

Sur, Yo, 2400, Kay lode: Cor, No, i, identical with Cor, Wo, 3 of
Sur, No. 1539, Lady Washington lode, is a 3 in, iron post in a
mound of stone, Cor, No, 1 is shown at record distance on line 1-2
of Sur, No, 1229, La Candelaria lode. Core. No, 2 could not be found,
Iine 1-2 is shown as approved, Cor, No., 3 is shown identical to
Cor, No, 2 of Sur, No, 1539, Lady Washington lode; line 2-3 was
found to be S, 13° 18! W,, 866,39 ft, instead of S. 13° 19! W,,
866,17 ft., as approved,

U. 8. GOVERNMENT PRINTING OFFICE 16--28520—-2
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i et UNITED STATES
: DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 2

CERTIFICATE OF SURVEYOR
e duly 22 1957

I, ROBERT __ LENON

Mineral Surveyor, hereby certify upon honor that in pursuance of an order received from the

_____ QFFICE CADASTRAL_ENGINEER ,at . _PHOENTX, ARIZONA
dated ... December 19, 1956 ,» I have faithfully and correctly executed the survey of
the mining claim of PHELPS _DODGE_GORPORATION

known as the ATV #3, #4, #5, Nn..---ﬁ,_#’l.,--#ﬂ,--#Q, #10, snd A2

Lode, placer, or mill site)

situate in ___Copper Mountain wining distriet, sac's 32 &£ 33; 4 &5

T...3.&4 8. ,R. 29 E. ,.3 & 8. R. Meridian, ... ARIZONA ... , and
(State

designated as Survey No. .._._4425 , Which is represented in the foregoing field notes as having been

executed by me and under my direction, and that said survey has been made in strict conformity with said order,
the Manual of Instructions for the Survey of the Public Lands of the United States, and in the specific manner
described in the foregoing field notes, and I do further certify that the labor expended and improvements made

upon or for the benefit of the lode location (s) embraced in the said mining claim by
(Lode or placer)
claimant(s) or its grantors are fully stated in my report therein, and that the character,

extent, location, and itemized value thereof are specified therem wit icularity and full detail, and that no
portion of, or mterest in, said labor and improvements so cre to this claim been included in the estimate
of expenditures upon any other claim.

-Pategonis, Arizona

(Place)

\—-(“Mﬁeral Syrveyor) e

CERTIFICATE OF APPROVAL

Bureau of Land Management--Survey Office
(Office)

Phoenix, Arizona March 12 19 59

(Place) (Date)

The foregoing field notes of mineral survey No. ._hh25
Secs. 32 and 33 3 8. 29 E

. Secse liand 5 JT. i S ,R.___29 E, ,Gila and Salt River peridian,

.. AI‘iZOIla . executed by ROber‘b Lenon

(State)

, Mineral Surveyor,

under order dated __January 8, 1957 , having been critically examined and the necessary

corrections made prior to their certification by the surveyor, the field notes and the survey therein described
are hereby approved.

doddos & Viam

Lester S, Mann
Office Cadastral Engineer

(Title)

CERTIFICATE OF TRANSCRIPT

I CERTIFY that the foregoing transcript of field notes of the above described mineral survey No....._______
is a true copy of the original field notes.

U. S. GOVERNMENT PRINTING OFFICE 168 -81973-1 (Title)
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